neo|Stat Series

Temperature Range N/A Frost Protection (7°C - 17°C) N
Blue Back Lit Screen Y Mesh Networking Facility Y
Non-Programmable Mode N °C/°F Option N
5/2 Day Programming Mode N Built In Air Sensor N
7 Day Programming Mode Y Remote Air Sensing Mode N
24 Hour Programming Mode Y Floor Sensing Mode N
Number of Heating Levels N/A Remote Probe Included N
Optimum Start N Floor Temp Limit Protection N
Number of Switching Times (Timer mode) 4 Cooling N
Holiday Function Y Max Switching Current 3A
Keylock Function Y Accuracy +/- N/A
Temperature Hold Function N Adjustable Switching Differential N/A
Temperature Override N Supply 230V AC
Temperature Override Limit N Installed Dimensions 85x85x15mm (L,H,D)
Output Delay N Weight 128g
Feature Table - Timer Mode
01 Pairing Used to pair to the neoHub
02 Program Mode 01 = Weekday/Weekend (Default), 02 = 7 Day Programming, 03 = 24 Hour Mode
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Product Dimensions (mm) & Wiring Specification
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Note: Fits standard 35mm depth back box

Model: neoStat-hw
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Wiring Detail
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Switch
0V - 3A MAX.

IP Rating : IP:
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Heatmiser UK Ltd

Model :Heatmiser NeoStat-hw
Input : 85230V ~ 5060Hz  C €1317

Output : Volt Free Changeover
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Heatmiser UK Ltd

Unit 8 & 9 Hurstwood Court, Mercer Way,
Shadsworth Business Park, Blackburn,
Lancashire. BB1 2QU, England
Registered in England: 3747773

tel. 01254 669090

fax. 01254 669091

email. sales@heatmiser.com

web.  www.heatmiser.com

WEEE Registration Number: WEE/GF0052TQ



